
Feature overview

·   DIN rail mounting, or boxed versions

·   Will interface with up to 4 IR-em units

·   Configured via dip-switches

·   Access to live PPM readings, alarm thresholds etc..

·   Read-only access to IR-em variables
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IRem-MG - Mod-bus gateway
The IRem-MG provides compatibility between the IR-em gas leak 

detection system, and a Mod-bus RS485 based communication network. 

This enables the IR-em to be easily connected to third-party 

management systems, PLC devices and other monitoring systems. The 

IRem-MG allows read only access to live PPM readings, zone thresholds 

and names etc.

Versions available

The IRem-MG can be supplied in two different formats;

IRem-MG-S - A bare DIN rail mounting unit.

IRem-MG-B - An IP rated boxed unit, including PSU.

IRem-MG

Multiple unit support
The IRem-MG is capable in interfacing with up to 4 remote IR-em units. 

Connection to each unit is via a 3-wire “daisy-chain” RS485 network.

Ordering information

Description     Part No.

IRem-MG-S     44-IREM-MG-S

IRem-MG-B     44-IREM-MG-B

Mod-bus variables

The following variables are available from each IR-em via the interface *;

 IR-em offline?

 Zone PPM reading (for all zones)

 Zone name (for all zones)

 Zone refrigerant type (for all zones)

 Zone leak threshold (for all zones)

 Zone spill threshold (for all zones)

 Zone sample time (for all zones)

 Zone alarm cycles (for all zones)

 IRem time and date

 IR-em operating mode

 IR-em alarm status

 Last zone polled (no.)

 Last zone polled (name)

 Last zone polled PPM reading

 IR-em uptime

 Number of zones configured

 IR-em serial number, software version

* a detailed list of Mod-bus registers can be supplied on request
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